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NT-832-AH-E 

Features
• Support WiFi HaLow & Ethernet

• Up to 1500 Meters in open space (WiFi HaLow) 

• Support AP & Station Mode (WiFi HaLow)

• Wide Range Power Input DC5V~36VDC

• USB Port for Setup

Ethernet 
• Port Type : RJ-45
• Speed : 10/100M Auto
• Mode : TCP/IP   
• Port Protection : ESD (±15KV) . Surge Protect

Mechanical & Environment
• Operating Temperature :    - 15 ℃ ~ +75 ℃
• Dimensions :   72mm(L) x 70mm(W) x 27mm(H)
• Weight :   92 gm (Not including Antenna)

Power Input
• USB (Type C) (5V 1A)

LED
• PWR (Red on / Blue flash per 1 sec)
• Link (Red on / Blue on)
• Data transmitted (Red on / Blue flash per 0.3 sec)

Warranty
Warranty period : 1 year

Order Information
NT-832-AH-E ( For Ethernet )

WiFi HaLow To Ethernet Gateway

WiFi HaLow
• IEEE 802.11 ah: 850~925 MHz

• Transmit Power : 

802.11ah: 20dBm(Max.@13.5Mbps,MCS7,4MHz BW)

• Receive Sensitivity:

802.11ah: -81~106 dBm(depend on bandwidth & data rate)

• Operating Current (work with 3.3V power supply)

IEEE802.11ah: RX 15mA@ 3.3V, TX 190mA@ 3.3V (+15
dBm Pout)

• WiFi HaLow Network Type : AP , Station

• WiFi HaLow Tx Output Power : 17dBm

Rx Sensitivity : 109dBm


